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Street, Arlington, VA 22209–1762; tele-
phone: 703–525–1695; fax: 703–528–2148; 
Web site: www.safetyequipment.org. 

(11) American National Standards In-
stitute (ANSI) Z89.1–1997, American Na-
tional Standard for Personnel Protec-
tion—Protective Headwear for Indus-
trial Workers—Requirements; IBR ap-
proved for § 1917.93(b)(1)(iii). Copies of 
ANSI Z89.1–1997 are available for pur-
chase only from the International Safe-
ty Equipment Association, 1901 North 
Moore Street, Arlington, VA 22209–1762; 
telephone: 703–525–1695; fax: 703–528– 
2148; Web site: www.safetyequipment.org. 

(12) ASME B56.1, 1959, Safety Code for 
Powered Industrial Trucks, pages 8 and 
13; IBR approved for § 1917.50(j)(1). 

(c) Copies of the following standards 
are available for purchase from ASTM 
International, 100 Barr Harbor Drive, 
P.O. Box C700, West Conshohocken, PA 
19428–2959; telephone: 610–832–9585; fax: 
610–832–9555; e-mail: seviceastm.org; Web 
site: http://www.astm.org: 

(1) ASTM F–2412–2005, Standard Test 
Methods for Foot Protection; IBR ap-
proved for § 1917.94(b)(1)(i). 

(2) ASTM F–2413–2005, Standard Spec-
ification for Performance Require-
ments for Protective Footwear; IBR 
approved for § 1917.94(b)(1)(i). 

[62 FR 40196, July 25, 1997, as amended at 65 
FR 40938, June 30, 2000; 69 FR 18803, Apr. 9, 
2004; 74 FR 46358, Sept. 9, 2009; 77 FR 37599, 
June 22, 2012] 

§ 1917.4 OMB control numbers under 
the Paperwork Reduction Act. 

The following list identifies the 29 
CFR citations for sections or para-
graphs in this part that contain a col-
lection of information requirement ap-
proved by the Office of Management 
and Budget (OMB). The list also pro-
vides the control number assigned by 
OMB to each approved requirement; 
control number 1218–0196 expires on 
May 31, 2002 and control number 1218– 
0003 expires on July 31, 2001. The list 
follows: 

29 CFR citation OMB control 
number. 

1917.17(n) ..................................................... 1218–0196 
1917.17(o) ..................................................... 1218–0196 
1917.23(b)(1) ................................................. 1218–0196 
1917.23(b)(2) ................................................. 1218–0196 
1917.23(d)(4) ................................................. 1218–0196 
1917.24(b) ..................................................... 1218–0196 
1917.24(d) ..................................................... 1218–0196 

29 CFR citation OMB control 
number. 

1917.25(a) ..................................................... 1218–0196 
1917.25(b) ..................................................... 1218–0196 
1917.25(c) ...................................................... 1218–0196 
1917.25(f) ...................................................... 1218–0196 
1917.26(d)(7) ................................................. 1218–0196 
1917.30(a)(1) ................................................. 1218–0196 
1917.30(a)(5)(iii) ............................................ 1218–0196 
1917.42(b)(1) ................................................. 1218–0196 
1917.42(b)(4) ................................................. 1218–0196 
1917.42(c)(1) ................................................. 1218–0196 
1917.42(d)(1) ................................................. 1218–0196 
1917.42(g)(3) ................................................. 1218–0003 
1917.42(h)(1) ................................................. 1218–0196 
1917.42(h)(4) ................................................. 1218–0003 
1917.42(h)(5) ................................................. 1218–0196 
1917.44(e) ..................................................... 1218–0196 
1917.44(h) ..................................................... 1218–0196 
1917.45(f)(1)(i) ............................................... 1218–0196 
1917.45(f)(4)(iv) ............................................. 1218–0196 
1917.45(f)(6) .................................................. 1218–0196 
1917.45(g)(2) ................................................. 1218–0196 
1917.45(g)(3)(iii) ............................................ 1218–0196 
1917.45(g)(8) ................................................. 1218–0196 
1917.45(k)(1) ................................................. 1218–0196 
1917.45(k)(4) ................................................. 1218–0196 
1917.46(a)(1)(v) ............................................. 1218–0196 
1917.50(c)(1) ................................................. 1218–0003 
1917.50(c)(3) ................................................. 1218–0003 
1917.50(c)(4)(i) .............................................. 1218–0003 
1917.50(c)(5)(ii) ............................................. 1218–0003 
1917.50(c)(5)(iii) ............................................ 1218–0003 
1917.50(e) ..................................................... 1218–0003 
1917.50(g)(1) ................................................. 1218–0003 
1917.50(h) ..................................................... 1218–0003 
1917.71(a) ..................................................... 1218–0196 
1917.71(b)(2)(i) .............................................. 1218–0196 
1917.71(b)(2)(ii) ............................................. 1218–0196 
1917.71(b)(6)(ii) ............................................. 1218–0196 
1917.71(f)(4) .................................................. 1218–0196 
1917.111(b) ................................................... 1218–0196 
1917.113 ........................................................ 1218–0196 
1917.115(c) .................................................... 1218–0196 
1917.116(e) ................................................... 1218–0196 
1917.116(g) ................................................... 1218–0196 
1917.117(a) ................................................... 1218–0196 
1917.117(b) ................................................... 1218–0196 
1917.117(d) ................................................... 1218–0196 
1917.117(e) ................................................... 1218–0196 
1917.117(f) .................................................... 1218–0196 
1917.117(l) ..................................................... 1218–0196 
1917.118(e)(4)(i) ............................................ 1218–0196 
1917.119(e) ................................................... 1218–0196 
1917.122(a) ................................................... 1218–0196 
1917.122(b) ................................................... 1218–0196 
1917.128(b)(1)–(b)(4) .................................... 1218–0196 
1917.151(e)(5) ............................................... 1218–0196 
1917.152(d)(2)(v) ........................................... 1218–0196 
1917.152(d)(2)(vi) .......................................... 1218–0196 

[64 FR 61505, Nov. 12, 1999] 

§ 1917.5 Compliance duties owed to 
each employee. 

(a) Personal protective equipment. 
Standards in this part requiring the 
employer to provide personal protec-
tive equipment (PPE), including res-
pirators and other types of PPE, be-
cause of hazards to employees impose a 
separate compliance duty with respect 
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to each employee covered by the re-
quirement. The employer must provide 
PPE to each employee required to use 
the PPE, and each failure to provide 
PPE to an employee may be considered 
a separate violation. 

(b) Training. Standards in this part 
requiring training on hazards and re-
lated matters, such as standards re-
quiring that employees receive train-
ing or that the employer train employ-
ees, provide training to employees, or 
institute or implement a training pro-
gram, impose a separate compliance 
duty with respect to each employee 
covered by the requirement. The em-
ployer must train each affected em-
ployee in the manner required by the 
standard, and each failure to train an 
employee may be considered a separate 
violation. 

[73 FR 75587, Dec. 12, 2008] 

Subpart B—Marine Terminal 
Operations 

§ 1917.11 Housekeeping. 
(a) Active work areas shall be kept 

free of equipment and materials not in 
use, and clear of debris, projecting 
nails, strapping and other sharp objects 
not necessary for the work in progress. 

(b) Hatch beams, covers and pontoons 
placed in terminal working areas shall 
be stowed in stable piles with beams se-
cured against tipping or falling. Alter-
natively, beams may be laid on their 
sides. When beams and pontoons are 
stowed in tiers more than one high, 
dunnage or other suitable material 
shall be used under and between tiers. 

(c) Cargo and material shall not ob-
struct access to vessels, cranes, vehi-
cles or buildings. Means of access and 
egress within buildings shall be simi-
larly unobstructed. 

(d) Dunnage, lumber, or shoring ma-
terial in which there are visibly pro-
truding nails shall be removed from the 
immediate work area or if left in the 
area, the nails shall be rendered harm-
less. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40196, July 25, 1997] 

§ 1917.12 Slippery conditions. 
The employer shall eliminate, to the 

extent possible, conditions causing 

slippery working and walking surfaces 
in immediate work areas used by em-
ployees. 

§ 1917.13 Slinging. 
(a) Drafts shall be safely slung before 

being hoisted. Loose dunnage or debris 
hanging or protruding from loads shall 
be removed. 

(b) Bales of cotton, wool, cork, wood 
pulp, gunny bags or similar articles 
shall be hoisted only by straps strong 
enough to support the weight of the 
bale. At least two hooks, each in a sep-
arate strap, shall be used. 

(c) Unitized loads bound by bands or 
straps may be hoisted by the banding 
or strapping only if the banding or 
strapping is suitable for hoisting and is 
strong enough to support the weight of 
the load. 

(d) Additional means of hoisting shall 
be employed to ensure safe lifting of 
unitized loads having damaged banding 
or strapping. 

(e) Case hooks shall be used only 
with cases designed to be hoisted by 
these hooks. 

(f) Loads requiring continuous man-
ual guidance during handling shall be 
guided by guide ropes (tag lines) that 
are long enough to control the load. 

(g) Intermodal containers shall be 
handled in accordance with § 1917.71(f). 

(h) The employer shall require em-
ployees to stay clear of the area be-
neath overhead drafts or descending 
lifting gear. 

(i) Employees shall not be permitted 
to ride the hook or the load. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40197, July 25, 1997] 

§ 1917.14 Stacking of cargo and pallets. 
Cargo, pallets and other material 

stored in tiers shall be stacked in such 
a manner as to provide stability 
against sliding and collapse. 

§ 1917.15 Coopering. 
Repair and reconditioning of dam-

aged or leaking cargo packaging (coop-
ering) shall be performed so as not to 
endanger employees. 

§ 1917.16 Line handling. (See also 
§ 1917.95(b)). 

(a) In order to provide safe access for 
handling lines while mooring and 
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